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Dynamic Loading 

dlopen is the first function to call in the dynamic loading process which makes a 
shared library, libfoo.so, available to a running process, dlopen returns ... 
linux4u.jinr.ru/usoft/WWW/www_debian.org/Documentation/elf/node7.html - 9k - 
Cached - Similar pages 

R: Foreign Function Interface 

They are available so that users can exercise greater control over the loading 
process for an ... The function dyn. unload unlinks the shared library. ... 

stat.ethz.ch/R-manual/R-patched/library/base/html/dynload.html - 10k - 
Cached - Similar pages 

The Invocation Interface 
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contrast, the same Solaris shared library ( .so file) is used both at link ... 
java.sun.com/docs/books/jni/html/invoke.html - 26k - Cached - Similar pages 



Result Page: Previous 1 2 3 4 5 6 7 8 9 101112 Next 



http://ww.google.com/se^ 2/19/2007 



.so and "shared library" and interface - Google Search Page 1 of 2 

Sign in 

Web Images Video News Maps more » 



Google 



Search 



Advanced Segrph 
Preferences 



The "AND" operator is unnecessary - we include all search terms by default, [details] 



Web Results 31 - 40 of about 728,000 for .so and " shared library " and interface . (0.09 seconds) 

Unix C/C++ Development Table Of Contents Page 

The libtool version naming convention is as follows: libname-4.5.so.3.6.0 1 1 1 I I 1 1 1 | 

I revision of current interface 1 1 1 1 age (number of ... 
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function dyn.unload unlinks the shared library. Functions symbol. ... 
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numbers so that they correspond to the release number of your package. ... 
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www.ibm.com/developerworks/linux/library/l-shobj/ - 50k - Cached - Similar pages 
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Problem loading shared-library 
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wi.wu-wien.ac.at/rgf/rexx/bsf4rexx/old/2003/dist.20030418/readme.txt -11k- 
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[Cca-xml] Re: RFC: SIDL/Babel dynamic loading interface (related ... 

Previous message: [Cca-xml] RFC: SIDL/Babel dynamic loading interface (related ... 

SIDL class "x.y.z" must be found in a shared library named libx_y_z.so. ... 

cca1.ornl.gov/pipermail/cca-xml/2003-November/000008.html - 12k - 
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Tobias Burnus - Re: [PATCHIffortran] Rework allocator library ... 
Please wait a week or so before » committing to 4.2, ... I have omitted the hunk 
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gcc.gnu.org/ml/gcc-patches/2006-12/msg01025.html - 8k - Cached - Similar pages 

SWIG for cmtz library 
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application itself, the table interface routines (the stuff you will write in table.c), 
and ... 5) Re-write intCount.c so that it uses a shared library. ... 

www.cs.umd.edu/class/fall2005/cmsc21 2/projects/p5.pdf - Similar pages 

USENIX :login: - using java 

We will look at the Java Native Interface (JNI), which is also a very important part ... 
This call loads the librat.so (Solaris) shared library so that Java ... 
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gallery.menalto.com/node/216- 18k - Cached - Similar pages 

Going Native | Linux Magazine 

The Cygnus Native Interface (CNI) is a convenient way to write native Java 
methods ... -L and -I options locate the converted shared library libccjava.so. ... 
www.linux-mag.com/id/1004/ - 37k - Cached - Similar pages 

Ideas for a Modular Redesign of DIVE 
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make sure that the Dive plugin interface can find it (see below). ... 
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ISAM J ===== 1. Overview 2. ISAMJ Java 3. ISAMJ Native 4. ISAMJ ... 
ISAMJ Native The ISAMJ native side implements a JNI interface used by the Java 
side and accesses a native code shared library which implements the ISAM ... 
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Libtool - Introduction 
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following sections outline the major issues facing shared library ... 
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www.penzilla.net/tutorials/python/swig/ - 7k - Cached - Similar pag es 
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R: Foreign Function Interface 
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GNU Libtool: 6. Library interface versions 
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Libtool 

He also had to design a configuration interface so that the package installer ... If the 
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www.gnu.org/software/libtool/manual.html - 331k - Cached - Similar pa ges 

Apache 1.3 D ynamic Shared Object (DSO) support 
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fCca-xmll RFC: SIDUBabel dynamic loading interface (related to ... 
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Dynamic Loading 

dlopen is the first function to call in the dynamic loading process which makes a 
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PTypes: deploying 
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L20 

L19 
L18 



((dynamics adj3 librarS) or dll$l or $so))).ab. 

L19 and ((generatS or creatS) near3 (interfaceSl or APISl)) same ((shared adj librarS) or 
((dynamics adj3 librarS) or dll$l or Sso)) 

LI 9 and ((generatS or creatS) near3 (interfaceSl or APISl)) same (shared adj librarS) or 
((dynamics adj3 librarS) or dllSl or Sso) 

717/$.ccls. or 707/$.ccls. or 719/$.ccls. 

115 and .so 

L 1 7 L 1 6 and (generatS or creatS) near3 interfaces 1 
LI 6 LI 5 and interfaceSl with ((shared adj librarS) or DLL or .so) 
L 1 5 L 1 4 and (shared adj librarS) with (dynamics or DDLS 1 ) 
L14 L13orll2 

Y n (717/100,101,108,111,114,116,120,121,139,143,148,153,162,163,164,165,166,167,168)! 
J [CCLS] 

LI 2 (7 1 9/3 1 0,3 1 1 ,3 1 2,320,328,330,33 1 ,332) ! [CCLS] 
LI 1 L6 and interfaceSl with ((shared adj librarS) or DLL or .so) 
L10 L9 and ((dynamics adj 3 librarS) or dllSl) 
L9 L8 and dynamics 

L8 16 and (generatS or creatS) with interfaceSl 

L7 L6 and (generatS or creatS) near 10 interfaceSl near 10 ((shared adj librarS) or DLL or .so) 
L6 14 or 15 or 12 

DB=USPT,PGPB; THES= ASSIGNEE; PLUR=NO; OP=OR 
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1181 
0 
13 
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5039 

3483 
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Search History Transcript Page 2 of 2 

('4899136*1 '5371675*| '5375241'| *5499335'| *5546525'| *5563997*| '5623591*1 *5651 108*| 
•5694561'| '5745712*1 *5815703'| *5838317*| *5844554*| '5855015*| '5905492'| '5980090'| 

□ L5 '5983245'j '6083276'| '6121964'j , 6125385'j *6252593*| '6298474'| *6336214'| , 6370141*j 35 

'6393569'| '6415298'| '6446256'| '6546419'| '6560621'| '6603488'| '6615253'| '6742165'| 
'6754181'| '6763386'| '676911 5') ![pn] 

('4750149'! '5088034'| '5179702*1 '5375242'| '5421015'| '5640554'! '5758127'| '5778212*| 
n T4 '5812855'|'5850547'| '5978830'| '6128681'| '6205465'| '6279025'| , 6405364'| '6424991'| 
u ^ '6434590*1 '6536037'1'6578153'1'6587942'i '6606616*| '6701359*| '6857122'| '6868463'| 

'20020183997*1 '200201 99 170'| '20030093769') ![pn] 

('4750149'| '5088034'! '5179702'| '5375242'| '5421015*| '5640554'| '5758127'| *5778212'| 
j - '5812855'| '5850547'! *5978830'| '6128681'| '6205465'| '6279025'| '6405364'| '6424991*| 
U * '6434590*1 '6536037'| '6578153'| '6587942'| *6606616'| '6701359'| '6857122'| '6868463'| 
•20020183997'! '200201 991 70'| '20030093769') ![pn] 

□ L2 (7017143'| 7047530') ![pn] 2 
DB=USPT; THES= ASSIGNEE; PLUR=NO; OP=OR 

□ LI 7165253.pn. 1 
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